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Thanks for your purchase. If you have any questions during installation or suggestions for improvement to the 
product or the instructions - please don’t hesitate to call or email.

Rev 1/30/2023

NB1 LED HEADLIGHT INSTALLATION
28-10411 & 28-10412
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INSTALLATION INSTRUCTIONS

WARNING: Not everyone can perform every installation. It is critical that you be honest 
with yourself in regards to your ability. We’re more than happy to help, but there are 
only so many things we can do from the other end of a phone / computer. If in doubt, 
discuss the install with us before you dive in. Improper installation could cause injury 

and / or death!

Required tools:
• Razor blade (Morimoto only)

1. Remove the headlight seal and the stock 
bulb.

2. Press the mounting collar (1) toward the 
heat sink portion of the LED and rotate it 
counterclockwise to separate the collar from 
the LED.

3. Install the mounting collar into the interior 
side of the headlight seal as shown. 

4. From the backside of the seal, insert the 
LED through the seal and into the mounting 
collar. Press the two pieces together and 
rotate the mounting collar clockwise to lock it 
in place. There are four possible positions of 
the LED. Match the orientation shown (2). The 
goal is to have the LED “blade” be vertical 
when installed into the headlight housing. 
Make adjustments as necessary.

5. When installing the LED into the housing, 
pull back the boot to provide sufficient 
clearance for the retaining clip to move into 
position over the back side of the mounting 
collar.

GTR Ultra 2.0 installation
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INSTALLATION INSTRUCTIONS

1. Remove the headlight seal and the stock 
bulb.

2. Press the mounting collar toward the heat 
sink portion of the LED and rotate it until the 
pegs (3) on the body of the LED line up with 
the grooves (4) of the mounting collar. Then 
remove the mounting collar.

3. Take the headlight seal and, using a razor 
blade, cut the inner lip of the seal off where 
the diameter begins to flare out (5). The 
next image shows the seal with the inner lip 
removed (6).

4. From the backside of the seal, insert the 
LED. The seal should be about even with the 
o-ring, as shown (7). 

5. Install the mounting collar and lock the LED 
and collar together by rotating the collar into 
a position where the pegs and grooves do not 
line up. Match the orientation shown (8). The 
goal is to have the LED “blade” be vertical 
when installed into the headlight housing. 
Make adjustments as necessary. 

6. When installing the LED into the housing, 
pull back the boot to provide sufficient 
clearance for the retaining clip to move into 
position over the back side of the mounting 
collar.

Morimoto 2-Stroke 3.0 installation
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