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NOTE 1

HOLE SPECS:
EMERGENCY

SPILLWAY DEWATERING HOLES WILL BE INSTALLED IN SETS OF HORIZONTAL
RINGS, THE FIRST SET OF HOLES WILL BE SET 6 INCHES FROM THE
BOTTOM OF THE RISER., RINGS WILL CONTINUE UP THE RISER IN
INTERVALS OF 3 INCHES. HOLES WILL BE 3/4 INCH IN DIAMETER AND
VILL BE SPACED EQUALLY AROUND THE RISER. THE NUMBER OF HOLES
PER RING WILL EQUAL TO THE DRAINAGE AREA.

EXAMPLE
BAFFLES A BASIN DRAINING 2.0 ACRES SHOULD HAVE 2 HOLES PER RING EVERY
3 INCHES ON THE RISER PIPE, THE FIRST RING <2 HOLES) WILL BE
SET 6 INCHES FROM THE BOTTOM OF THE RISER

NOTE: ROUND DRAINAGE AREA TO THE NEAREST WHOLE NUMBER TO
DETERMINE NUMBER DOF HOLES.

PLAN VIEW

1 MIL FREEBOARD TOP OF BERM  GENERAL NOTES:

EMERGENCY
BAFFLES 1) SILT BAG REQUIRED WHEN DEWATERING BASIN,

SPILLWAY
\ ELEVATION  2) PROVIDE A MINIMUM OF THREE POROUS BAFFLES TO EVENLY DISTRIBUTE FLOW

INFLOW

STRUCTURE

CAP TOP OF TRASH \RAC ACROSS THE BASIN, REDUCING TURBULENCE.

6’ PVC PIPR 3) BAFFLE MATERIAL MUST BE SECURED AT THE BOTTOM AND SIDES USING

. STAPLES OR BY TRENCHING AS FOR A SILT FENCE.
g?u\ﬁlgsrﬂxﬂz 4) THE TARP USED TO PROTECT THE WEIR SHALL BE THE WIDTH SPECIFIED. THE
S LENGTH OF THE TARP SHALL BE ACCORDING TO AVAILABLE SUPPLY. IF MULTIPLE
HOLES
== vs

INLET SHALL BE PROTECTED

(AS NEEDED) FROM EROSION

WITH RIPRAP, TARP, MATTING

OR EQUIVALENT,

NOTE:_BLOCK

TARPS ARE TO BE USED, THEN TARPS SHALL BE OVERLAPPED AT LEAST 12",
THE UPSTREAM 12" TARP SHALL OVERLAP THE DOWNSTREAM TARP. THE TARP
SHALL BE 50 MIL. HEAVY DUTY SILVER TARPAULINS OR EQUIVALENT FOR U.V.
RESISTANCE.

5) DURING THE CONSTRUCTION PHASE OF THE PROJECT, PERMANENT STORMWATER
RISER SHALL ONLY DEWATER FROM THE TOP OF PIPE.

6) POND SHALL NOT BE CONVERTED FOR STORMWATER USE UNTIL APPROVED BY
ENVIRONMENTAL ENGINEER.

ANT
DEVICE

ANTI-SEEP COLLAR
EE NOTE 1
FOR HOLE SPECS

DISSIPATER PAD  \ANTENANCE NOTES:

RIP RAP 1) INSPECT THE BASIN AND RISER ON A REGULAR BASIS AND AFTER EVERY
SIGNIFICANT RAINFALL EVENT (1 INCH OR GREATER).
2) BASIN SHOULD BE CLEANED OUT WHEN CAPACITY REACHES AN ELEVATION
REPRESENTING THAT THE BASIN IS HALF—FULL.
3) MOST OF THE SEDIMENT WILL ACCUMULATE IN THE FIRST BAY, SO THIS
SHOULD BE READILY AVAILABLE FOR MAINTENANCE.

CROSS SECTION. CWP DUTLET PIP

NORTH CAROLINA STANDARD CUSTOM BASIN ATTACHED TO PERMANENT RISER
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